
Tél : +33 (0) 4 76 36 73 73
Fax : +33 (0) 4 76 36 70 82
E-mail : export@ambrousset.com
www.amb-rousset.com

A M B  R o u s s e t
i m p a s s e  d u  T i l l e u l
38470 BEAULIEU - France

Manufacturer of solutions for the harvest and work of the fruits

EMPTY SHELL REMOVAL BLOWER

SEP-AUD-L05-009201_0D

DRY NUTS FRESH NUTS
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EMPTY SHELL REMOVAL BLOWER

SEP-AUD-L05-009201_0D

Main Features
Thanks to this separator, it is possible to separate the hollow nuts from the solid nuts by ventilation. 
Depending on the version chosen, you can separate the fresh nuts and the dry nuts.
The air flow is adjusted by diaphragm.
 
Advantages : 
Suitable for fresh and dry nuts.
Suitable for fresh hazelnuts and dry hazelnuts.
Allows to separate the pieces of bugs and chestnut.
Separates all types of waste by density difference.

Technical specifications
1500 series 3100 series

Dry nuts  
(hazelnuts) Fresh Nuts Dry nuts (Hazelnuts) - Fresh nuts

Reference SEP0006 SEP0019 SEP0012
Yield 1,500 kg / hour 1,500 kg / hour 3000 to 5000 kg / hour (depending on the product)

Setting Air flow adjustment per diaphragm Air flow adjustment by electronic variator

Frame Mechanically welded painted

Security Complies with CE standards

Length 0,87 m 1,10 m 1,59 m

Largeur 0,84 m 1,13 m 1,05 m

Height 2,40 m 2,85 m 4,07 m

Motorization
2.2 kW three-phase 
220 / 380V at fixed 

speed

4 kW three-phase 
220 / 380V at fixed 

speed

5,5 kW three-phase 220 / 380V at variable speed
with electronic speed controller

Options 

Variateur de vitesse électronique
4580024 4580026

Lock type feed brush
SEP0022

Lock type feed brush
SEP0021

Angled outlet
SEP0024

Angled outlet
SEP0031

Door cleaning volute turbineSEP0059
Weight 82 kg 110 kg 250 kg
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Table de nomenclature
No. Nom réf. 

AMB Config. noix 
seche/Quantité

1 SEP-SEP-F20-005846_0C Défaut 1
2 SEP-SEP-F20-005847_0D Défaut 1
3 SEP-SEP-F20-002280_0F Défaut 1
4 SEP-SEP-F20-005830_0C Défaut 1
5 SEP-SEP-F42-003456_0E Défaut 1
6 SEP-SEP-F42-003455_0C Défaut 1
7 TA2-STD-F40-022974_1B Défaut 1
8 SEP-150-F42-005260_0D Défaut 1
9 SEP-150-F42-005259_0D Défaut 1
10 QRG-SEP-F42-

010818_0C Défaut 1
11 SEP-SEP-F42-003460_0C Défaut 1
12 SEP-SEP-F42-005118_0C Défaut 4
13 SEP-SEP-F42-021313_0A Défaut 2
14 SEP-SEP-F61-011841_0B Défaut 2
15 Iris Ø315 SEP 1500 1300001 Défaut 1
16 Grille Ø320 1300002 Défaut 1
17 ventillateur centrifuge 

2.2kw 4030023 4030023 Défaut 1
18 5210012 5210012 Défaut 1
19 5210017 5210017 Défaut 2
20 5210024 5210024 Défaut 1
21 5210034 5210034 Défaut 1
22 5210071 5210071 Défaut 1
23 5210082 5210082 Défaut 2
24 collier Ø16 enrobé PVC 

noir pour vis M10 5260018 Défaut 1

25 Jacob joint profile pour 
bord tombé Ø150 5530045 Défaut 2

26 JACOB Coude 45°Ø150 5530047 Défaut 1
27 ebauche collier jacob 

Ø150 5530048 Défaut 2

28 ROND-CARRE C=180-
D=150- 1.5mm 5530049 Défaut 1

29 Collorette Ø150Lg55 - 
réf 5530090 5530090 Défaut 1

30 IB132 7110016
380V-1m ; 
lg 1.3m ; 4 

-> 6.3A
1

QTE

OFRef Synoptic

Désignation

info@amb-rousset.com
www.amb-rousset.com

TraitementMatière

N° Plan

Ep

Ce plan est la propriété exclusive de la société AMB Rousset.Toute reproduction, toute diffusion même partielle est formellement interdite.

Tolérances selon normes ISO 2768-CL
04 76 36 73 73
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Table de nomenclature
No. Nom réf. AMB Config. QTE

1 SEP-SEP-F20-005846_0C Défaut 1
2 SEP-SEP-F20-005847_0D Défaut 1
3 SEP-SEP-F20-002280_0F Défaut 1
4 SEP-SEP-F20-014225_0D Défaut 1
5 SEP-SEP-F20-005830_0C Défaut 1
6 SEP-SEP-F42-003456_0E Défaut 1
7 SEP-SEP-F42-003455_0C Défaut 1

8 TA2-STD-F40-022974_1B Défaut 1

9 SEP-150-F42-005260_0D Défaut 1
10 SEP-150-F42-005259_0D Défaut 1

11 QRG-SEP-F42-
010818_0C Défaut 1

12 SEP-SEP-F42-003460_0C Défaut 1
13 SEP-SEP-F44-025390_0A Défaut 1
14 SEP-SEP-F42-016819_0B Défaut 4
15 SEP-SEP-F42-021313_0A Défaut 2
16 SEP-SEP-F61-011841_0B Défaut 2
17 SEP-SEP-F22-029351_0A Défaut 1
18 Iris Ø315 SEP 1500 1300001 Défaut 1
19 Grille Ø320 1300002 Défaut 1

20 ventillateur centrifuge 
4kw 4030028 4030028 Défaut 1

21 5210012 5210012 Défaut 1
22 5210017 5210017 Défaut 2
23 5210024 5210024 Défaut 1
24 5210034 5210034 Défaut 1
25 5210071 5210071 Défaut 1
26 5210082 5210082 Défaut 2

27 collier Ø16 enrobé PVC 
noir pour vis M10 5260018 Défaut 1

28 Jacob joint profile pour 
bord tombé Ø150 5530045 Défaut 2

29 JACOB Coude 45°Ø150 5530047 Défaut 1

30 ebauche collier jacob 
Ø150 5530048 Défaut 2

31 ROND-CARRE C=180-
D=150- 1.5mm 5530049 Défaut 1

32 Collorette Ø150Lg55 - 
réf 5530090 5530090 Défaut 1

33 IB132 7110022
380V-

1.3m ; lg 
1m ; 6.3 -

> 10A
1

Dry NutsFresh Nuts

SEP1500

SEP3100

SEP1500 SEP1500 SEP3100


